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TRUSCON 1%” STANDARD METAL DOORS AND FRAMES—SERIES 57 
FOR RESIDENTIAL, COMMERCIAL AND PUBLIC BUILDINGS 


Truscon 134” Standard Metal Doors are 
designed for exterior or interior use. Fabri- 
cated of heavy gage steel, doors are rein- 
forced, welded and sound deadened to 
eliminate metallic sounds in normal opera- 
tion. They are adaptable for residential and 
industrial construction, and are particularly 
recommended for monumental _ structures 
including schools and hospitals. Phosphatized 
and primed with a high quality light gray 
paint baked on at the factory, the finish 
affords a perfect base for field painting in 
any color. 

The Series 57 Standard Metal Door is in- 
herently fire resistant. No warping or shrinking 
due to atmospheric changes is ever encount- 
ered. Doors always operate freely and require 
a minimum of maintenance. 

Doors are available from stock in flush panel, 
half glass, full glass, vision panel and stamped 
louver designs. The half glass and vision panel 
may also be equipped with stamped bottom 
louvers. Combinations of these designs are 
stocked in popular sizes. Doors are shipped in 


cartons for protection during shipment. 





Also available is a wide range of heavy duty hardware in hand- 
some modern designs and finishes as illustrated and described in 
the following pages. 


Pressed steel frames for Series 57 Standard Metal Doors of steel 
are 514” deep in double rabbeted design permitting installation 
of screen doors. Frames are shipped knocked-down for simple 
field assembly by clinching tabs at upper corners. 


All doors and frames are reinforced for hinges and locks and 
may be reinforced for closers when required. Factory preparation 
for these items eliminates costly and time consuming field work. 
Doors prepared for double acting ball bearing floor hinges are 
also available trom tactory. Warehouse stock doors and trames 
include many sizes and types normally required for the average 
project. They are available with preparation for cylindrical lock- 
sets (234” backset) in accordance with Federal Specification 
FF-H-106a, Series 161 locks; or with preparation for mortise 
locksets in accordance with Federal Specification FF-H-106a, 
Series 86 locks. Warehouse type doors are available prepared 
to receive standard Truscon Panic Exit hardware. 


Underwriters’ Labeled Doors and Frames are available in 
popular types and sizes from warehouses. Others are available 
from the factory. Consult the nearest Truscon representative for 
detailed information. 


SPECIFICATIONS 


1. General—Doors and frames shall be Truscon Standard Metal 
Doors and Frames, Series 57, as manufactured by Republic Steel 
Corporation, Manufacturing Division, Youngstown, Ohio. 


2. Materials and Construction—Doors shall be of flush con- 
struction, 134” in thickness. Door stiles shall be 514” wide, of 
formed steel, reinforced for hinges and prepared to receive either 
cylindrical or mortise type locks, as required. Reinforcements 
shall consist of specially formed steel plates, securely and accu- 
rately welded in place, and provided with tapped holes where 
required for attachment of standard Truscon hardware. 

Panels shall be of prime quality cold rolled steel, spot welded to 
channels at each vertical edge. Panel assembly shall be reinforced 
at approximately 17” centers, alternating at front and rear so that 
a horizontal stiffener occurs at approximately every 814”. Stiffener 
shall consist of U-shaped transverse sections formed of steel, weld- 
ed to the inside of the panel. Panel assembly shall be rigidly inter- 
locked with stiles, and the top and bottom of doors reinforced and 
closed with steel channels securely spot welded to the inside of 
both panels and stiles. 

In addition, doors for exterior use shall be fitted with a channel 
filler of steel at the head. Double swing doors shall have steel 
astragal attached to the inactive leaf. 

Doors requiring glass lights or glass panels shall be of types 
standard with manufacturer and as illustrated in current catalog. 
Muntins and glazing moldings shall be of steel, and arranged for 
glazing with glass of 14” thickness. All glazing moldings shall be 
of the snap-on type, with no exposed screws. 


3. Sound Deadener— All doors shall have sound deadening 
material of an approved type applied to the interior surface of 
panels. Sound deadener shall eliminate all metallic reverberations 
incident to normal door operation. The sound deadener consists 
of a composition felt material applied to the interior surface of 
the panels. 


4. Hardware — All door hardware and provisions for same shall 
be of manufacturer's standard design. 

(a) Hinges: Shall be full mortise template butt hinges 4144”..x 
41%”, loose pin type. Three hinges per door leaf for leaves up to 
7'-6” in height. Hinges shall be (select one): (1) steel, prime 
painted; (2) steel, 2-race ball bearing, prime painted; (3) bronze, 
U. S. 10 finish, 2-race ball bearing. 

For structural steel frames, furnish hinges as previously de- 
scribed, except they shall be of the half-mortise type. 

(b) Locks: Shall be (select one): 

(1) Heavy duty bronze cylindrical locks, Government Series 
161, in function as required. Finish shall be bronze, 
U. S. 10. Other finishes available from factory. 

(2) Heavy duty bronze mortise locks, Government Series 86, 


in function as required, complete with escutcheons, knobs 
and keys. 

All locks shall be furnished complete with strikes and machine 
screws for attachment. Finish shall be bronze U. S. 10, other 
finishes available from factory. 

(c) Door Closers (where required): Door closers shall be cast 
iron, painted, U. S. Government Type 3001. Furnish corner 
brackets where required. 

(d) Double Swing Doors shall have the inactive leaf prepared 
for standard Truscon surface applied top and bottom bolts. Pro- 
vision for flush bolts are available. Factory item only. 

(e) Miscellaneous Hardware Requirements: Where called for on 
drawings, or where specified, the following hardware items as 
illustrated and described in door manufacturer's current catalog 
shall be furnished (delete inapplicable items): (1) Panic Exit 
Hardware (specify set number). (2) Door Stops. (3) Push and Pull 
Plates. (4) Push and Pull Bars. (5) Kick Plates. (6) Thresholds. 


5. Frames—Frames shall be fabricated of steel in a double rab- 
beted design. Depth of the frame shall be 51%”, with face 2” wide. 
All frames shall be furnished knocked-down and designed for 
simple field assembly of header to jamb members by tenons, form- 
ing square and rigid corners with tenons bent in place to securely 
lock the assembly. Frame shall be prepared and reinforced for 
standard hinges and universal strike, and shall be furnished with 
plaster guard for strike. Four stud anchors per jamb shall be 
furnished for wood frame construction. Standard floor anchor and 
three masonry wall loose anchors per jamb shall be furnished for 
masonry construction. The lock side member of frame shall be 
prepared for three rubber bumpers, which shall be furnished for 
field attachment. 


6. Louvers—Louvers shall be of the fixed type, stamped into door 
panels and in accordance with manufacturer's standard design 
as illustrated in current catalog. 


7. Shop Finish—All doors, frames and collateral steel items shall 
be phosphatized and primed with one:coat of light gray (phenol- 
resin) paint, oven-baked for one hour at 350° Fahrenheit. 


8. Erection (By Others) —Frames shall be installed plumb, rigid 
and in true alignment, with all clearances accurately maintained. 
Doors shall be hung, and all hardware attached after finish 
painting. 

9. Glazing (By Glazing Contractor)—All glass shall be of 
14” thickness, bed puttied and held in place by glazing moldings 


furnished by door manufacturer. Glazing shall be done prior to 
finish painting. 


Note: We reserve the right to amend specifications and details, with- 
out notice, in the interest of product improvement. 


2 Copyright 1962 Republic Steel Corporation, Manufacturing Division, Youngstown, Ohio. 
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TRUSCON 1%” STANDARD METAL DOORS AND FRAMES—SERIES 57 
DOOR TYPES AND SIZES—LEAF DESIGN AND GLASS SIZES 
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* When subject to FHA specifications, sizes indicated must have muntin not more ** Also available with stamped bottom louver in popular sizes. 
than 36” above floor unless tempered, laminated or wire glass is used. 


NOTES: 
@ Any of the above doors can be furnished as pairs. @ All sizes and types of doors shown above, but not 
Door opening widths to be double that of single warehoused, are available for factory shipment. 


doors. Heights remain the same. 


@ Warehouse stock doors include single swing units 
indicated in shaded blocks under leaf design. Any 


@ Doors are prepared for cylindrical locksets in 
accordance with Federal Specification FF-H-106a, 


warehouse stock door leaf listed above may be Series 161. 

modified and used with any similar size single @ Doors are prepared for mortise locksets in accord- 
swing door leaf to compose a double swing door. ance with Federal Specification FF-H-106a, Series 
Necessary modifications are made in warehouse. 86. 

@ All doors have provision for concealed drop-in re- @ Frames are prepared for Universal Strike in ac- 
inforcing plates for door closers. Reinforcing plates cordance with American Standard A115-1959 
are furnished at slight additional cost. Plates are Specificati A will Hi ee A Haven 
field installed by others. Frames are reinforced for Be orn eres mare EEE ga Oele ane ae 
door closers, when required, at slight additional cylindrical locksets with Federal Specifications 
cost. Drilling to receive closer not included. FF-H-106a, Series 161 or doors having mortise 

@ Doors with “L3B’, “L3T’, “L3TB” stamped locksets with Federal Specification FF-H-106a, 
louvers and doors with inserted type louvers are Series 86. 
available for factory shipment. @ Doors and frames are available from warehouse 

@ Standard pressed steel frames for stock doors are stocks provided for standard Truscon panic exit 


available from warehouse. hardware (inside and outside control). 





TRUSCON 1%” STANDARD METAL DOORS AND FRAMES—SERIES 57 


MORTISE LOCKS All locksets shown on 
this page are heavy 
duty mortise type and 
meet Federal Specifica- 
tion FF-H-106a for de- 
signs as illustrated. 
Standard finish is 
bronze, U.S. 10, with 
U.S. 26D dull chrome 
finish optional, factory 
shipment on_ special 
order. Other finishes 
are available. Locksets 
are furnished with 
cylinders keyed differ- 
ent, but keyed alike or 
masterkeyed cylinders 
will be furnished when 
so specified, and at 
additional cost. 
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Set No. 443; Gov’t No. 86-A, FRONT DOOR LOCK — Latch 
bolt by knob from either side, except when outer knob is locked by 
stop in face. When outer knob is locked, latch bolt by key from 
outside. Dead bolt by key from outside and thumb turn from inside. 


Set No. 444; Gov’t No. 86-B, LATCH AND DEADLOCK 
(ENTRANCE DOOR) — Latch bolt by knob from either side. 
Dead bolt by key from outside and thumb turn from inside. Also 
available with cylinders both sides (Gov't No. 86-C). 


Set No. 448; Gov’t No. 86-E, OFFICE LOCK — Latch bolt by 
knob from either side, and from inside at all times. Outer knob is 
locked by stop in face. When outer knob locked, latch bolt by key 
from outside. When door is closed, auxiliary bolt deadlocks latch 
bolt against end pressure. 


Set No. 452; Gov’t No. 86-G, APARTMENT ENTRANCE, 
OFFICE DOOR AND PUBLIC TOILET LOCK — Latch bolt 
by knob from either side except when outer knob is locked by 
stop works controlled by inside cylinder. When outer knob is 
locked, latch bolt by key outside. When door closes, auxiliary 
bolt deadlocks latch bolt. When specified, inside cylinder by 
master key only. 

Set No. 454; Gov’t No. 86-J, CLASSROOM LOCK— Latch 
bolt by key from outside and by knob from inside at all times. 
Latch bolt by knob from outside, except when locked by key. 
Cylinder controls stop works. When door is closed, auxiliary bolt 
shall deadlock the latch bolt against end pressure. 

Set No. 457; Gov't No. 86-N, KNOB LATCH FOR PASS- 
AGE OR CLOSET DOOR — Latch bolt by knob from either side. 
Set No. 458; Gov’t No. 86-P, DEADLOCK — Dead bolt by 
key from one side and by thumb turn from other side. Recom- 
mended for use with door closer. 

Set No. 460; Gov’t No. 86-T, DEADLOCK — Dead bolt by 
key from either side. Recommended for use with door closer. 


Note — Specify handing for all mortise locks. 
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CYLINDRICAL LOCKS 


locks offer convenience and 
economy. Truscon’s_ standard 
preparation is for the heavy duty 
lockset, 234” backset, Series 161 
under Government Specification 
No. FF-H-106a. Pin tumbler cylin- 
der is in knob. Cylinders are fur- 
nished keyed different although 
keyed alike or masterkeyed cy]l- 
inders are available when requir- 
ed and at slight additional cost. 
Standard finish is bronze, U.S. 10, with U.S. 26D dull chrome 
finish available from factory. On special order, other finishes are 
available. Illustrated are seven standard locksets, in function as 
most frequently required. Twelve other locksets comprising the 
balance of Government functions in Series 161 locks are available 
on special order. All warehouse stock doors and frames are pre- 
pared to receive mortise and cylindrical locksets shown below. 


Cylindrical (key-in-knob type) % 





CYLINDRICAL LOCKSET, STRIKE 





*Set No. 356 or 423 


o| HOI fe 
8 Key 


*Set No. 355 or 422 


Ue 


Set No. 353-A or 353-B *Set No. 351 or 420 4 


8 *Indicates warehouse siok® A 
D } YC) items. + 
PS Key Note: Sets 420, 421, 422 and ; 


423 are Standard Duty Locksets 
*Set No. 354 or 421 


with 234” Backset. 
*Set No. 356; Gov’t No. 161-A, FRONT OR OFFICE DOOR 
LOCK — Latch bolt from either side by knob, except when outside 
knob locked by inside turn button. Operable by key or inside knob ; 
when outer knob set. Latch bolt automatically deadlocked against “4 
end pressure when door closed. Turn button must be manually : 
operated to release outside knob. 


Set No. 352; Gov’t No. 161-B, OFFICE DOOR LOCK — 
Latch bolt from either side by knob, except when outside knob 
locked by inside push button. Turning inside knob or key auto- 
matically releases push button and outside knob. Closing door 
does not release push button or knob. Latch bolt automatically 
deadlocked against end pressure when door is closed. 


*Set No. 355; Gov't No. 161-C, ENTRANCE, OFFICE 
BUILDING, AND LAVATORY LOCK — Latch bolt from either 
side by knob, except when outside knob is locked by inside key. 
Lock operable by key or inside knob when outside knob locked. 
Latch bolt automatically deadlocked against end pressure when 
door is closed. 


*Set No. 357; Gov’t No. 161-D, STOREROOM AND EXIT 
DOOR LOCK — Latch bolt by outside key and inside knob. 
Outside knob always locked. Latch bolt automatically deadlocked 
against end pressure when door is closed. 

Set No. 353-A or 353-B; Gov’t No. 161-L, BEDROOM AND 
BATHROOM DOOR LOCK — Latch bolt by knob from either 
side, except when outside knob locked by inside push button — 
then by emergency key only. Push button and outside knob auto- 
matically released when inside knob turned, and also when door 
swings into closed position. (Set 353-B for bathroom has chrome 
finish on inside trim and strike.) 

*Set No. 351; Gov't No. 161-N, PASSAGE DOOR— 
SIMPLE KNOB LATCH — Latch bolt by knob from either side 
at all times. 

*Set No. 354; Gov't No. 161-R, CLASSROOM DOOR 
LOCK — Latch bolt by knobs from either side, except when out- 
side knob locked by key. Latch bolt by inside knob at all times. 
Latch bolt is automatically deadlocked against end pressure when 
door is closed. 
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TRUSCON 1%” STANDARD METAL DOORS AND FRAMES—SERIES 57 











PUSH AND PULL BARS 


Set No. 366 — Plain Push and Pull Bars 
only. (Pull Bar assembly illustrated 
above.) 

Set No. 367 — Includes P-6613 dead- 
bolt lock. Pull Bar assembly with key 
cylinder outside. Plain Push Bar assembly 
inside. 

Set No. 368 — Same as Set No. 367, 
except inside Push Bar assembly includes 
thumb turn. 

Set No. 369 — Same as Set No. 367, 
except key cylinders inside and outside. 
Where deadbolt required, use mortise 
doors. 


DOOR STOP 
No. 1328-E 
‘Ny Simple floor-mounted type, fur- 
g nished complete with screws and 
expansion shields. 
Other designs of floor and wall type 
door stops are available on special order. 


MISCELLANEOUS HARDWARE 


PUSH AND PULL 
PLATE DEADBOLT 


LOCKSETS 
Set No. 372 — (As il- 
lustrated, except push 
plate not shown.) Key 
j cylinder outside and 
‘ thumb turn inside. 
Set No. 373— Key cylinder inside 
and outside. 
Set No. 371 — Key cylinder outside; 
plain push plate with dummy cylinder 
lock inside. 
Set No. 370—Plain push and pull 
plates. No lock. Where deadbolt re- 
quired, use mortise doors. 





TOP AND BOTTOM BOLTS 


= Set No. 3017, 
surface applied. Fur- 
nished for inactive 
leaf of double swing 
doors. Complete with 
keepers and screws 

a for attachment. 





TRANSOMS, SIDELIGHTS, BORROWED LIGHTS 
AND REMOVABLE MULLIONS 


m 
ROUGH OPENING 


DOOR OPENING 
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DOOR OPG. 


ROUGH OPENING 














HORIZONTAL SECTION 
THROUGH FRAME 








IMPOST 


PUSH AND 
PULL PLATES 


*Set 434, shown at 
left, is standard. Plates 
are cast bronze, 214” 
xo". 





Also available is Set P-3706 (not illus- 
trated), similar in appearance, but 314” x 
15” in size. 





KICK PLATES 


K-6807 Kick Plates are available in 
bronze, aluminum, or stainless steel. All 
are 16 gauge in thickness, drilled for 
screws, and furnished complete for field 
attachment. Doors to be drilled in field, 
using kick plate as template. 


qos, 


THRESHOLDS 


BP-6804 Thresholds are 
available in brass or alu- 
minum, 5” wide and %” 
high. Furnished cut to 
length and proper contour 
for door frame, drilled and 
countersunk for installa- 
tion and complete with 
screws and raw! plugs. 











HOSPITAL 
ARM 
PULL 





Standard is bronze, U.S. 
10 finish. Attached in 
field, using base as tem- 
plate. 





NOTE 


xIndicates warehouse 
stock item. 
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VERTICAL SECTION 
THROUGH FRAME 











Unless shown otherwise, 
all hardware illustrated on 
this page is bronze, U.S 
10 finish, and is also 
available in U.S. 26D dull 
chrome finish. Factory 
shipment. 
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TRUSCON 1%” STANDARD METAL DOORS AND FRAMES—SERIES 57 


PANIC EXIT HARDWARE—DOOR CLOSERS—HINGES 
* Indicates Warehouse Stock Items 
Other functions available from factory 
BRONZE PANIC EXIT DEVICES FOR SINGLE SWING DOORS 








* No. 5333 No. 5322 No. 5311 No. 5300 No. 5300 No. 5300 
x 2513 x 2512 x 2511 x 2500 x 2510 
ith ‘o With 
Cylinder Cylinder Cylinder 
(For By -O” an 


3’-8” doors only) 





Set Number Set Number 

Inside Control Only 5300 Inside and Outside Control 5311 x 2511 
5300 x 2500 5322 x 2512 
5300 x 2510 §333 x 2513 


BRONZE PANIC EXIT DEVICES FOR DOUBLE SWING DOORS 


Detail of rubber & 
astragal. Fur- 
nished on all : 
double swing 


lors with panic 
No. 5400 No. 5400 No. 5433 No. 5422 d P 





x 2500 ~~ 2513 2512 exit hardware. 
With Cylinder No Cylinder 
Inside Control Only Inside and Outside Control 
Set Number Set Number 
5400 on both leaves 5400 x 2510 & 5422 x 2512 
5400 x 2500 on both leaves 
5400 x 2500 & 5400 x 2510 5400 x 2510 & 5433 x 2513 





Typical interior elevations shown at left. All devices illustrated are surface applied. 
Standard finish is bronze U.S. 10. Also available in U.S. 26D dull chrome finish. 





DOOR CLOSERS 


Heavy Duty door closers shown at left are Government type 3001, 
Specification No. FF-H-121c. Closers are cast iron, finished in bronze, 
aluminum or dead black lacquer. Drop-in reinforcing is standard on 
doors. Frame reinforcing is concealed and not surface-applied. All 
drilling and tapping for closer attachment is to be performed in the 
field. Hold-open, Fusible Link, and Arms are available for use with 
Door Closer P-3534 with 4 Door Closer P-3535 for elt losers. 


corner bracket for Outswing Inswing Doors. 
8. 








HINGES 


Hinges are 414” x 414” full mortise template type, loose pin. Also 
available, but not illustrated, are 414” half mortise hinges for use in 
conjunction with structural steel frames. 

Door leaves up to 7’-6” in height are prepared for three hinges. 





* P-6577. Steel %* P-6577-A. Steel, 2-race ball 


Note: Ball bearing hinges are recommended for doors equi 
plain bearing, bearing, prime painted. gS) iC ung quipped 
prime painted. * P-6577-B. Bronze, 2-race ball wilh Closers. 


bearing, U.S. 10 finish. 
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TRUSCON 1%” STANDARD METAL DOORS AND FRAMES—SERIES 57 
FRAMES FOR SWING DOORS eee Se 


—+- 






RUBBER 








e For rough opening sizes add BUMPER, Pi es el . 
P ; ; 3 PER wd) 
44%” in width and 21%” in ine Ee HINGE 


height to door opening dimen- 
sions. 






TABS TO BE BENT 


e@ Frames are shipped knocked- INTO PLAGE IN FIELD 


down for field assembly. See 





DOOR OPENING 





















illustration at left. os ES i ag ae P-6572 ADJUSTABLE 
Oly R 
© To determine hand of frames 3 8 aR STHD Ae 
refer to illustration below. s w ‘ate 
e Factory shipment frames in- 2 5 
‘ clude all sizes shown, and are bi f—+-— -& 
Detail of frame corner prepared for standard Truscon —rimisuen | olde MINCE 
connection. Assembled 9 els 








» FLOOR 
ia field by clinching hardware as required. Bh 


sé 
tabs. LOCK JAMB HINGE JAMB 


(Patent No. 2601164) TYPICAL FRAME ELEVATION 








P-6571 ADJUSTABLE 
MASONRY ANCHOR 









16 GAUGE 





























a Mh 
. . AeeCRCL Cat hee P-6570 ADJUSTABLE 
& DOOR OPENING Paepllgthagrnal UNIVERSAL STRIKE FLOOR ANCHOR 


FRAME DETAIL HINGES ONLY REINFORCEMENT TO SUB-FLOOR 

















INSTALLATION DETAILS 


(SYMBOL LH) 2 2 (SYMBOL RH) 





| 










wooD STUD 
PARTITION 






LEFT HAND RIGHT HAND 








OUTSIDE DOORS SWING IN OUTSIDE 


LEFT HAND RIGHT HAND 
REVERSE BEVEL REVERSE BEVEL 
(SYMBOL LHRB) (SYMBOL RHRB ) 


ROUGH OPENING DIMENSION 


DOOR OPENING DIMENSION 























THRESHOLD 


WHEN SPECIFIED 
j Fy 


me 


PISS IC One 
BOY 
























4" HOLLOW TILE 
PARTITION 





VERTICAL SECTION OUTSIDE 
THROUGH DOOR 


OUTSIDE 
DOORS SWING OUT 


TO DETERMINE HAND OF DOOR ALWAYS VIEW FROM 
OUTSIDE. 


@ The hand of a door is determined by location of hinges when door is 
viewed from the outside. See illustration above. 


© The outside of a door is the street side of an entrance door, and the 
corridor side of a room door. 
e The outside of a communicating door (from one room to another) is 
the side from which the hinges are not visible when the door is closed. 
The outside of a closet door is the room side, thus reversing the rule 
: which applies to other doors. 
SOLID BRICK OR SOLID MASONRY WALL @ Symbols for hand and swing of door are shown above, and should be 
CEMENT BLOCK WALL WITH PLASTER ONE SIDE used in ordering doors, frames and hardware. 
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| TRUSCON 1%” STANDARD METAL DOORS AND FRAMES—SERIES 50 


Truscon Series 50 Steel Doors and Frames are made from high quality steel 
and reinforced to provide maximum rigidity. They will not warp, twist, shrink 
or swell. Doors are sound deadened for quiet operation, and are phosphatized 
for maximum rust protection and paint adherence. Finished with a baked-on 
prime coat of paint. Mass production economies and low installation costs 
assure an economical installation in any type of building. 


Doors are 13%” thick and of a pleasing, flush design. They are available in 
the standard height of 6’-8”, and in the six most popular widths, 1’-8”, 2’-0”, 
2-4", 2'-6", 2'-8” and 3’-0”. Also available are doors with louvers, glass or 
vision panels, combinations and double doors. Four types of cylindrical 
locksets (234” backset), designed to meet all normal requirements of residen- 
tial doors, are offered. They are in accordance with Federal Specification 
FF-H-106a, Series 160 of dull bronze U.S. 10 material. Other finishes from 
factory. Truscon now offers, in addition to the above, doors prepared to 
receive 234" backset heavy duty hardware. Available in popular types and 
sizes from warehouse stocks. Others from factory only. 

Frames for the doors are designed to fit practically every type of wall con- 
struction. Shipped knocked-down, they are easily and quickly assembled with 
the corner connections forming neat hairline joints. Frames are available in 
depths of 234”, 34%", 414", 544” and 64%”, with all except the 314” door 
frames procurable from warehouses in the stock door sizes mentioned above. 

Doors shipped from warehouse stocks are in full cartons for protection 
during shipment. Flush door leaf is designed for use in either right or left 
hand swing, and to open in or out. Frames, however, must be ordered right 
or left hand to accommodate required swing of door and are bundled for 
shipment. Frames complete with hinges, rubber bumpers and strike plates 
are available for use with wood doors. 

Underwriters’ Labeled Doors and Frames (Single Opening) are available 


in popular types and sizes. Consult the nearest Manufacturing Division 
representative for detailed information. 

















SPECIFICATIONS 


1. General—Doors and frames shall be Truscon Standard Metal 
Steel Doors and Frames, Series 50, as manufactured by Republic 
Steel Corporation, Manufacturing Division, Youngstown, Ohio. 
2. Swing Doors—Doors shall be of flush construction, 134” in 
thickness. Door stiles shall be constructed of steel roll-formed with 
1%" bevel in 2” on edges and reinforced for hinges and locks 
with steel plates welded in place. Panels shall be constructed 
of prime quality cold rolled steel, roll-formed and mechanically 
stiffened to achieve flatness and rigidity. On doors over 2’-0”, 
panels shall be reinforced at approximately 17” centers, alter- 
nating at front and rear so that a stiffener occurs at approximately 
every 814” in the door. Stiffeners shall be U-shaped steel trans- 
verse sections, securely welded to the inside of the panel. The top 
and bottom of doors shall be reinforced and closed with die-formed 
steel channels securely spot welded to the inside of both panels. 
3. Sound Deadener — All doors shall have sound deadening 
material of an approved type applied to the interior surface of 
panels. Sound deadener shall eliminate all metallic reverberations 
incident to normal door operation. The sound deadener consists 
of a composition felt material applied to the interior surface of the 
panels. 

4. Hardware — Doors shall be prepared to receive cylindrical 

type locks in accordance with Federal Specifications FF-H-106a, 

Series 160 or Series 161, as specified. 

5. Miscellaneous Hardware — The items hereinafter mentioned 

shall not be included under the door contract but preparation to 

receive same shall be provided as described. 

(A) Door Closers — Doors have provision for concealed drop-in 
reinforcing plates. Frames are reinforced for closers when 
specified. The drilling and tapping for installation shall be 
performed in field to permit maximum accuracy by using the 
door closer as a template. 

(B) Push-Pull Plates — Standard hardware cutout shall be omitted 
rom door and frame upon request — factory shipment only. 
Paes with through machine screws shall be made in 
ield. 

(C) Door Stops and Holders (Not provided for by Truscon) —To 
be installed in field with sheet metal screws. 

(D) Kick Plates (Not provided for by Truscon) — To be installed 
in field with sheet metal screws. 


6. Frames—Frames shall be of rabbeted design, 234”, 314", 414", 
514” or 634” in depth as shown on plans and/or in door schedule. 
They shall be constructed of steel. All frames shall be of knocked- 
down type with ends of members forming upper frame corners 
specially designed, insuring a square and solid joint held securely 
in place by double tenon construction with tenons bent to firmly 
lock the assembly. The strike cutout shall be provided with heavy 
gage steel reinforcement, securely spot welded in the jamb. 


Hardware— 


A. Frames 3%” and 41%” shall be equipped with two 3-knuckle 
leaf hinges (334” x 314”) welded in place at the factory. 
The 2-knuckle leaves of hinges, hinge pins and No. 
10/24 flat head machine screws shall be furnished sepa- 
rately for attaching door. Three rubber bumpers shall be 
provided for each frame. 

B. Frames 234”, 514” and 614” shall be furnished with two 
3%” x 3%” hinge reinforcement plates drilled and tapped 
for both template and non-template hinges. 


Anchors— 
A. Frames 234” and 334” shall be furnished with four welded 


stud anchors per jamb for wood frame construction Adjust- 
able floor anchor, when required, and three loose masonry 
wall anchors per jamb shall be furnished for masonry 
construction. 

B. Frames 4%”, 5%” and 64%” anchors shall be the loose 
adjustable type. Standard floor anchor and three stud or 
masonry wall anchors per jamb shall be furnished. 


7. Louvers — Louvers shall be fixed type, stamped into door 
panels and in accordance with manufacturer's standard design 
as illustrated in current catalog. 


8. Shop Finish—All doors and frames shall be phosphatized for 
maximum rust protection and paint adherence. In addition they 
shall receive one shop coat of high grade gray paint, oven-baked. 


Note: We reserve the right to amend specifications and detatls, with- 


out notice, in the interest of product improvement. 








| 
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TRUSCON 1%” STANDARD METAL DOORS AND FRAMES—SERIES 50 
DOOR TYPES AND SIZES—LEAF DESIGN AND GLASS SIZES 











SINGLE 
SWING 
DOORS 






Door 


esa 
















L2B L2T 


HG VP 
Free Air Passage (Square Inches) Glass Size 
Rae a De Ss ees 
10” x 30” | 
14” x 30" | _10”x 10” 











Any of the above doors can be furnished as pairs. Door opening widths to be double HARDWARE 
that of single doors. 

Warehouse stock doors include single swing units indicated in shaded blocks 
under leaf design. Any warehouse stock door leaf listed above may be modified 
and used with any similar size single swing door leaf to compose a pair of doors. 
Necessary modifications are made in warehouse. 





Doors with “L3B’’, “L3T’ or “L3TB’’ stamped louvers and doors with inserted Set No. 151-A or 423 
type louvers are available for factory shipment. For bier ds Sialiver — argos bins 
All sizes and types of doors shown above, but not warehoused, are available for pperel LBS ihe see Rae ce el el a 


knob from inside. Push-button knob locks or un- 
locks outside knob. U.S. 10 bronze finish. 





factory shipment. 
Doors and frames are prepared for cylindrical type locks in accordance with 
Qreces Specifications FF-H-106a, Series 160. (23%” backset.) 
Those items indicated with a star (*) are also available from warehouse stocks 
prepared for cylindrical type locks in accordance with Federal Specifications 
FF-H-106a, Series 161. (234” backset.) 





Set No. 151-B or 420 
For Closet, Vestibule and Connecting Doors. A 
SINGLE DOOR plain latch operated by knob from either side. 


No locking mechanism. U.S. 10 bronze finish. 
HAND OF DOOR MAY BE 
DETERMINED BY REFERRING 
TO SKETCHES BELOW. DOOR 
MUST ALWAYS SWING AWAY 
FROM POINT VIEWED. 





Set No. 151-C 
For Bedroom Doors. Locking mechanism con- 
trolled by push button on knob from inside. 
Emergency key opening on outside knob. U.S. 
10 bronze finish. 


Set No. 151-D 
For Bathroom Doors. Same as set 151-C described 


3 RIGHT HAND Ee: 
above except inside push-button knob finished in 


: LEFT HAND é bright chrome. 
t He 
POINT OF VIEW | Hos H fo 
} 8 Key 


¢ OF LOCKSET AND STRIKE 


DOOR OPENING 
ry 











x 
PAIRS OF DOORS 9 Set No. 421 
HAND OF DOORS Is DETERMINED BY i eel ge ohne og Das Bop rs 
LOCATION OF aArTivV either side except when outside knob is loc y 
LOCATION OF ACTIVE LEAF WHEN DOORS key in outside cylinder. Latch bolt is automatic- 
SWING AWAY FROM POINT VIEWED. FINISHED ally deadlocked against end pressure when door 


is closed. U:S. 10 bronze finish. 





INACTIVE = ACTIVE oe 
RIGHT HAND 
ACTIVE INACTIVE Set No. 422 : 
Entrance, Office Building and Restroom Lock. | 
8 8 Latch bolt from either side, except when outside 
LEFT HAND knob is locked by key in inside knob. Latch bolt 


may be operated by key in outside knob or by | 
} DOOR OPENING inside knob when outside knob is locked. Latch 

bolt is automatically deadlocked against end pres- ! 

PONT OF VEW sure when door is closed. U.S. 10 bronze finish. 
| 
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TRUSCON 1%” STANDARD METAL DOORS AND FRAMES—SERIES 50 


FRAMES FOR SWING DOORS 


ASSEMBLY OF DOOR FRAMES 


STUD 
ANCHOR 
———*@ HINGE 
RUBBER 
BUMPER, 
3 PER 


FRAME SINGLE 


SWING 


DOOR OPENING 6-8" 


G STRIKE -~>—— 


anNnnn 
CaAnho 


LOOSE HINGE LEAF 
REINFORCEMENT 


FOR TEMPLATE AND 
NON-TEMPLATE HINGES 


(2%”, 5%” and 6%” Depths only) 


z 
2S 
on 


LOD A 
“aks 
QkOw 








nw 





|———*-¢ HINGE 


FINISHED 
FLOOR 











STEP 1 
LOCK JAMB HINGE JAMB Jamb and Head Members 


ELEVATION - TYPICAL SWING DOOR FRAME — Sr 


FOR STUD OPENING SIZES USE DOOR OPENING DIMENSIONS SHOWN 
AND ADD 44" IN WIDTH AND 2}" IN HEIGHT. 





HAND OF FRAME is peTeRMiNeD BY REFERRING TO SKETCHES HINGE LEAF 
W. NOTE THAT DOOR MUST ALWAYS SWING AWAY FROM POINT V 3 
BELOW. NOTE THAT DOOR MUST AL) ING AWAY FROM POINT VIEWED. WELDED TO FRAME 


(3%” and 4%” Depths only) 


LEFT HAND RIGHT HAND 


POINT OF VIEW 








FRAME TYPE 
FRAME DEPTHS 


" " Iu " " STEP 2 
@ 2 | 3h 44 ed a . 
rh Jamb and Head Members 
* 2-1868 3-1868 * 4-1868 *& 5-1868 *& 6-1868 WELDED STRIKE partially assembled. Note 


two tenons ready to be 


*& 2-2068 3-2068 | * 4-2068 | * 5-2068 | *% 6-2068 REINFORCEMENT bent te place 
w& 2-2468 3-2468 | *% 4-2468 | * 5-2468 | *& 6-2468 




















*%& 2-2668 3-2668 *& 4-2668 *& 5-2668 %& 6-2668 


*& 2-2868 3- 2868 *& 4-2868 *%& 5-2868 *& 6-2868 


1 











%& 2-3068 3-3068 *& 4-3068 * 5-3068 * 6-3068 


te 


* 2-4068DS 3-4068DS | %& 4-4068DS | * 5-4068DS | & 6-4068DS 





| J TABS TO BE 
%& 2-4868DS 3-4868DS | * 4-4868DS | *& 5-4868DS | *& 6-4868DS BENT INTO PLACE 


| IN FIELD 
% 2-5068DS | 3-5068DS| * 4-5068DS | % 5-5068DS | & 6-5068DS 
zi STUD ANCHOR 


%& 2-5468DS 3-5468DS | % 4-5468DS | % 5-5468DS | * 6-5468DS 4 PER JAMB 





























% 2-6068DS 3-6068DS | * 4-6068DS | * 5-6068DS | * 6-6068DS 











NOTES 
DENOTES WAREHOUSE STOCK FRAMES. nee 


"RH." OR "L.H." (HAND OF FRAME) MUST FOLLOW THE FRAME SYMBOL. Jamb and Head Members 
SEE "HAND OF FRAME" ABOVE FOR SINGLE DOORS AND PAGE 9 FOR assembled. The twotenons 
PAIRS OF DOORS. bent in place, securely 


DENOTES PAIRS OF SWING DOORS ONLY. \ locking the joint 


23" FRAMES ARE OF I6GA. STEEL; ALL OTHERS OF I8GA. Nos 
4 : . ADJUSTABLE “~~ (PATENT No. 2601164) 
TOP STRUTS REQUIRED FOR 23" FRAMES. 

4 MASONRY ANCHOR 
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TRUSCON 1%” STANDARD METAL DOORS AND FRAMES—SERIES 50 
FRAMES FOR SWING DOORS 





FRAME INSTALLATION DETAILS 


i Seles 


| 
| 





2" SOLID PLASTER 
PARTITION WITH 
METAL LATH CORE 


(TOP STRUTS REQUIRED) 


54" (OR 64") 
4" (or 54") 














2" PLASTER 
PARTITION WITH 
ROCKLATH CORE 


(TOP STRUTS REQUIRED ) 








DRY WALL 
TOP 
STRUT 


FURNISHED FOR 
2" SOLID 
PLASTER 

PARTITIONS 

















% THIS DIMENSION 1s }" 
FOR 23" FRAMES. 





HEAVY MASONRY 
WALL 











4% WAREHOUSE STOCK FRAMES = | = 
ARE 23", 44", 5h" AND 6" DOOR OPG. DIM. DOOR OPG. DIM. 
DEPTHS. TRIMMED 
SWING DOOR FRAMES OPENING 
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TRUSCON FOLDING CLOSET DOORS—COLONIAL, CLASSIC AND PROVINCIAL 


Truscon Steel Folding Closet Doors are constructed of prime qual- 
ity cold rolled sheets. Folding panels are joined together with 
piano type hinges. 

All units are furnished completely packaged including knobs, 
pivots, pilot brackets and top and bottom tracks. Cartons are of 
the heavy duty type offering full protection during shipment. 
Truscon Folding Closet Doors are chemically cleaned and treated 
after which they receive a standard baked-on shop coat of off-white 
prime paint. 

In addition to the standard 6’-8” high folding closet doors, 
Truscon also offers the units in 8’-O” heights. For those desiring a 
flush type of door, this folding closet door can be furnished without 
louvers in any of the standard widths in either 6’-8” or 8’-0” heights. 

Standard door widths are 3’-0”, 4’-0”, 5’-0” and 6’-0”. 























ADVANTAGES 
Harmonious Styling — Designed to harmonize with any decor. Slim, clean lines 
are instantly appealing. 
Full Accessibility — Doors fold open giving complete wall to wall accessibility. 
Hidden, hard to reach corners are eliminated. 
Economical — Economically priced and, made of steel, they will never swell, 
warp or sag. 
Easy Installation — Panels are simple and economical to install for either the 
amateur handyman or professional carpenter. 
Operation — Sound deadened doors open and close effortlessly and quietly on 
lifetime nylon pivots and nylon track guides. 


Ventilation — Primarily louvered for appearance, they also offer a plus ad- 
vantage for closet ventilation. 








TRUSCON ALUMINUM SLIDING GLASS DOORS 


Truscon Aluminum Sliding Glass Doors are designed 
with slim lines, yet have great strength engineered 
into the aluminum extrusions. The doors are equipped 
with solid aluminum extruded handles with a walnut- 
grained insert which completely conceals the latch. 
The spring-loaded latch prevents breakage when the 
door is slammed with the latch in a closed position. 
All sections are anodized to prevent corrosion, pit- 
ting, damage from exposure to salt air, and to provide 
a uniform frosty finish. Jambs and interlocking stiles 
are weatherstripped with tight sealing vinyl. The top 
and bottom rails, and other areas of possible air in- 
filtration, are sealed with water-resistant wool pile. 
Truscon Sliding Glass Doors operate smoothly and 
silently on rust proof steel ball bearing wheels which 
are pre-greased and externally adjustable. Available 
in sizes ranging from 5’-0” x 6’-10” to 20’-0” x 6’-10”. 











ADVANTAGES 


Low Cost — Expert design and modern mass production methods 
put these doors well within the reach of every homeowner. 
Anodized — For a lifetime protective finish and handsome 
appearance. 

Packaging — Doors are completely factory-assembled and 
delivered in a single container. This minimizes handling, breakage 
and loss of component parts. 

Advanced Engineering — Resulting in a maintenance-free 
unit constructed of sturdy, thick aluminum sections. 
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Positive Weatherproofing — Utilizing both wool pile and vinyl 
weatherstripping. 

Sections — All door and screen sections are extruded — no 
stamped or rolled parts. 

Screen Rollers — Screens are equipped with spring loaded 
nylon top rollers and adjustable bottom rollers which prevent 
track jumping. 

Aluminum Screening — Screens are constructed of tubular 
aluminum extrusion with 18 x 16 mesh aluminum cloth held by 
vinyl spline. 
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TRUSCON TARTAN STEEL FRAMES—SERIES 610 
FOR 1%” THICK INTERIOR DOORS 





Truscon’s Tartan Steel Frame Series 610 was specifi- @ 
cally developed for use with 13” thick interior doors. 
This frame is ideal for use with plaster or drywall 
construction. The frame can be quickly installed 
before or after the drywall has been put in place, 
giving you low construction costs. Your rough fram- 
ing for header and strike stud does not have to be 
plumb and square (your hinge stud should be reason- 
ably plumb) since you can adjust the frame during its 
installation thereby reducing your labor costs. You 
receive further on-site savings because there is: no 
hinge or strike mortising, no sanding for paint prep- 
aration and no drilling to be done in the field. 


Anchors are firmly welded to the frame, three per 
jamb and one at each end of the header, for quick and 
easy installation. 


These frames are made of electrolytic Flash-Cote 
steel giving you rust free, easy to paint, easy to main- 
tain, lifelong frames. 


Tartan frames are available in standard widths and 
heights. 


These frames use standard hardware giving broader 
use of hardware products and less expense. 








Detail of frame 


Tartan frames are prepared for 34%” x 314” template tchawesnuction 


or non-template hinges which are attached through 
the frame into wood studs. Silent operation is assured 
through the use of rubber bumpers. 


INSTALLATION DETAILS 
LOCK JAMB HINGE JAMB HEAD 


A TARTAN Steel Frame Gives YOU: 


1. Lowest cost, in-place, interior frames saving you 
money. 


2. A quick, simple, easy installation frame — can 
even be installed by inexperienced help, reduc- 
ing your on-site costs. 

3. A durable, lifelong, easy maintenance frame, 
assuring no call backs. 

4. A frame which can be installed after drywall, 
giving you lower construction costs. 

5. A frame embossed for hinges complete with strike 
and bumpers furnished, reducing your on-site 
labor costs. 

6. A self-adjusting frame, eliminating need for rough 
framing to be completely plumb and square, 
giving you lower labor costs. 

7. A frame that can’t warp, twist, swell, shrink or 
rot giving you a maintenance free product. 

















STUD OPENING 
DOOR OPG. 





4h 





(2 HINGES) 


7-88", 8-0f" 
} OPENINGS 


6'-8f", 610g" OPGS. | lr 7'-0g", 7-48", 


(3 HINGES) 








RUBBER—__ | 
BUMPER, 


zen i INSTALLATION INSTRUCTIONS 


FRAME ¢ HINGE 
Before installation, do not nail plasterboard to stud- 

ding. This permits anchors on frame to slip easily 
behind plasterboard. Hinge stud should be com- 
paratively straight and plumb. 
1 ie Me OES 1. Install frame header — do not nail. 
SSTERE TT [eepoorn: toa es | - 2. Install hinge jamb. Nail through plasterboard and 

i eae top anchor with finishing nail. Check for plumb- 


ness. Nail through plasterboard and remaining 
anchors. 


3. Install lock jamb — do not nail. Pull down header 
¢ HINGE to interlock with both jambs — do not nail. 
4. Check alignment of jambs with wood spreader 
SE and nail lock jamb. 


12" FOR “ DRYWALL LOCK JAMB HINGE JAMB . . 
ea TYPICAL FRAME ELEVATION 5. Nail header in place. 


FOR STUD OPENING SIZES USE DOOR OPENING DIMENSIONS Anchor nails and frame should provide adequate 
SHOWN AND ADD I" IN WIDTH AND 3" IN HEIGHT. holding for plasterboard around frame. 







ANCHOR~ 


FRAME 
DETAIL 
FOR 
IZ" THICK 
DOORS 


Ihe [u 
5/{" FOR 3" DRYWALL 


54" FOR 3" DRYWALL 


















FINISHED 
FLOOR 





-if| DENOTES WAREHOUSE ff 
“i STOCK FRAMES ; 
t | 














3" FoR $" ORYWALL 
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TRUSCON NEWPORT DOOR AND FRAME COMBINATION UNIT—SERIES 612 
















































































A NEW CONCEPTION IN DOOR DESIGN 


Newport slim-line beauty encompasses a 
special 34” acoustical core enclosed in 
durable, warp-free steel. Overall door thick- 
ness is 134”. 
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The newest door and frame combination on the market, the 
Newport door combines new slim-line beauty, with rugged strength 
and durability of steel in a door that’s whisper quiet. 

The unique hinge design permits one man to hang the door in 
just a few seconds . . . after interior work is completed. The New- 
port door, with its smooth flush exterior being prefinished, can be 
installed as is, or painted to match room's colors. And it is topped 
off with fine, handsome hardware. 

Rigid steel construction eliminates sagging, warping, twisting 
forever — eliminates costly call backs. Our laboratory tests have 
slammed Newport door and frame construction over 15,000 times 
— the equivalent of five generations’ usage, and have found no 


change in door or frame and no nail popping in the wall surround- 
ing this frame. 


QUICKEST AND LOWEST COST TO INSTALL ... because... 


e the door is hung in a matter of seconds 

e door is prefinished with a heavy coat of baked-on enamel 
‘e it's a complete package — door, frame and hardware 

e no mortising, fitting, sanding and hardware preparation 


NO COSTLY CALL BACKS... because... 


e it’s steel and can’t warp, swell, shrink, twist or rot 
e it's maintenance-free 


QUIETER ... because... 


e its unique acoustical core gives solid, silent operation and 
blocks out disturbing noises 


Here Are The Benefits You Get With 
Truscon’s NEWPORT Door And Frame Combination Unit 


1. Lowest cost, maintenance-free door and frame package, saving 
you money. 

. The door and frame are quick and simple to install — can even 

be installed by inexperienced help, reducing your on-site cost. 

. The door is prefinished with a coat of factory baked-on enamel, 

ready for your immediate installation. 

. The door is furnished with special hinges permitting one per- 
son to hang it in seconds, reducing your on-site labor costs. 
The door, frame and hardware are shipped as one unit, elimi- 
nating your inventory problems. 

Newport doors and frames are steel, so they will not warp, 
twist, swell, shrink or rot, eliminating costly call backs. 

They can be installed after interior work is completed, giving 
you lower construction costs. 

The self-adjusting frame eliminates need for rough framing to 
be completely plumb and square, lowering your labor costs. 
The door’s unique acoustical core gives you solid, silent opera- 
tion and blocks out disturbing noises between rooms. 

. Newport doors and frames are available from Truscon’s nation- 
wide warehouses, assuring you quick and prompt delivery. 


Oo 9 NO a - wo N 


eh 
je) 


LOCKSET 
AND STRIKE 


Truscon’s Newport 
Door and Frame 
package includes 
locksets of durable 
brass finish for 
handsome appear- 
ance. 
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(2 HINGES) 7-82", 8-05" 
OPENINGS 
——4——+ (3 HINGES) 


mt) mt 
o| Oo 


6'-8g", 6-108" ~ [rat 7-48", 


——#—# ¢ HINGE 


I-64" 
* I'-8}" 
* 2-0)" 
ool" 
* 2-4)" 
* 2-6" 
* 2-83" 
2-104" 
* 3'-0}" 


3s =I 


—+#-¢ HINGE 








FINISHED ——#—_-# € HINGE 


eisai. 
+ ——— 


LOCK JAMB HINGE JAMB 


TYPICAL FRAME ELEVATION 
% DENOTES WAREHOUSE STOCK DOORS AND FRAMES. 


FOR STUD OPENING SIZES USE DOOR OPENING DIMENSIONS 
SHOWN AND ADD |" IN WIDTH AND 3" IN HEIGHT. 


HAND OF FRAME is veTERMINED BY REFERRING TO 
SKETCHES BELOW. NOTE THAT DOOR MUST ALWAYS BE 
VIEWED FROM THE OUTSIDE, SEE NOTES BELOW. 


Poe > RIGHT HAND 


OUTSIDE OF DOOR 
NOTES 

















@ The hand of a door is determined by location of hinges when door 


is viewed from the outside. See illustration. 

The outside of a door is the street side of an entrance door, and 
the corridor side of a room door. 

The outside of a communicating door (from one room to another) 
is the side from which the hinges are not visible when the door 
is closed. 

The outside of a closet door is the room side, thus reversing the 
tule which applies to other doors. 


ey ote 


DOORS 





TRUSCON NEWPORT DOOR AND FRAME COMBINATION UNIT—SERIES 612 


Detail of frame corner connection 


INSTALLATION INSTRUCTIONS 


Before installation, do not nail plasterboard to stud- 

ding. This permits anchors on frame to slip easily 

behind plasterboard. Hinge stud should be com- 
paratively straight and plumb. 

1. Install frame header — do not nail. 

2. Install hinge jamb. Nail through plasterboard and 
top anchor with finishing nail. Check for plumb- 
ness. Nail through plasterboard and remaining 
anchors. 

3. Install lock jamb — do not nail. Pull down header 
to interlock with both jambs — do not nail. 

4. Check alignment of jambs with wood spreader 
and nail lock jamb. 

5. Nail header in place. 

6. Attach special gate type hinges. Attach door 
hinge leaves and merely drop door into place. 

Anchor nails and frame should provide adequate 

holding for plasterboard around frame. 


DOOR SIZES 


1668 | *2668| 16610 | 26610 
* 1868 | *2868/ 18610 | 28610 
* 2068 | 21068] 20610 | 210610 
* 2468 | *3068 | 24610 | 30610 


* Denotes warehouse stock doors. 








FRAME 
DETAIL 
FOR 
NEWPORT 
DOORS 


S$" FOR 3" DRYWALL 
In [u 
sit" FOR $" DRYWALL 








| 
"DRYWALL 


ig" FOR 


2" FOR 3" DRYWALL 


INSTALLATION DETAILS 


HINGE JAMB 





STUD OPENING 


DOOR OPG. 








JOIST AND ROOFDECK — The perfect roof com- 
bination for educational, industrial and com- 
mercial structures. Built-in strength means long 
life. 


METAL LATH — New, improved facilities prom- 
ise a superior quality product. Republic lath is 
the diamond of the building industry. 


SECTIONAL PLATE — Heavy gage copper steel 
assures long life with minimum maintenance. 
Hot-dip galvanized. Field assembled. 


SHOP EQUIPMENT — Metal lumber, clip shelv- 
ing, work benches, tool room and shop equip- 
ment to fit your individual working requirements. 


TRUS: C:O:N- MCE TAL 


TRUSSPAN BUILDINGS — Fast erection means 
you are under roof in a matter of days instead 
of months. Flexible for architectural treatments. 


STEEL KITCHEN CABINETS — Easy to clean, 
easy to keep clean. Modern as tomorrow. Built 
to last. 


TUNNEL LINERS — Heavy steel plates to give 
safety and protection to those who can’t depend 
on shifting sand and dirt. 


MATERIAL HANDLING — Heavy duty construc- 
tion gives long, efficient service at surprisingly 
low cost. 


DOORS 


LOCKERS — Complete selection of sizes and 
styles to fit every need. Phosphatized for long 
service life. 


WINDOWS — Fill every opening with a Repub- 
lic-Truscon window. Complete selection in steel 
or aluminum. Built to last. 


CORWEL PILE SHELL — Uniform diameter, ex- 
tremely straight, easy to handle. For the best in 
subdrainage pipe, always ask for LOK-COR. 


CONTAINERS — Strong, tight and dry. Ship any 
material, wet or dry. Variety of sizes and styles. 
Individually personalized. 


BARS AND MESH — You never see them when 
the job is done. But they are there giving add- 
ed strength to your concrete. 


DOORS—FRAMES—Every kind and style includ- 
ing folding closet doors. Newport and Tartan 
are the two new leaders in the field. 


CONTRACT MANUFACTURING — Let Republic do 
the job for you. Tools, equipment, technical 
know-how, manpower — all yours at low cost. 


OFFICE EQUIPMENT — Files of all kinds, open 
shelf filing, storage cabinets, transfer cases, all 
designed for modern decor. 
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